ENVIRON

333 W. Wacker Drive, Suite 2700
Chicago, lllinois 60606

BOREHOLE / WELL LOG

MW-175S & D
TOTAL DEPTH: 45 ft.

PROJECT: Genuine Parts
SITE LOCATION: Indianapolis, IN
DATE OF COMPLETION: 7/12/2011
LOGGED BY: Jeffrey Olyphant

SURFACE ELEVATION (ft. AMSL): 718.99

TOP OF CASING ELEVATION (ft. AMSL): 718.75
DEPTH TO BOTTOM (ft. BTOC): 676.99

TOP OF SCREEN ELEVATION (ft. AMSL): 681.99
BOTTOM OF SCREEN ELEVATION (ft. BTOC): 676.99

NORTHING: 1649257.6 DRILLING COMPANY: WDC Exploration

EASTING: 170318.51 DRILLING METHOD: Roto-Sonic
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718.75 — 0 —— -

Flush Cover (0-1') Fill - silt loam, very dark grayish brown (10YR 3/2), dry. Trace sand,
coarse grained, trace gravel, medium grained, subrounded.

717.75 — 0.0 1 - -

B E (1-5') Loam - gray (10YR 5/1), dry. Trace gravel (~10%), fine to medium
R grained, subrounded.
716.75 — gggggg — 2
715.75 — 0.0 ZEzgdd 3
Bentonite SR

714.75 — 1-13'bgs E2EA 4

713.75 — S |
(5-10") No Recovery

712.75 — — 6

711.75 — — 7

710.75 — — 8

709.75 — — 9

708.75 — — 10 - -
(10-10.5") Silt Loam - very dark gray (10YR 3/1), soft, moderately plastic,
moist. Trace gravel (~8%), fine grained, subrounded.

707.75 — 0.0 — 11 - -
(10.5-14") Clay Loam - dark grayish brown (10YR 4/2), moderately plastic,
soft, moist. Trace gravel (~15%), fine to medium grained, subrounded.

706.75 — — 12

3.7
705.75 — 0.0 o I o — 13
#5 Silica Sand B

704.75 — 13-25' bgs L 1 . .

R (14-15") Sand - gray (10YR 5/1), medium grained, well sorted, damp. Trace
| gravel (~15%), medium to coarse grained, subrounded.

703.75 —— 0.0 — 15 -

(15-17.5") Sand and Gravel - brown (10YR 4/3), coarse grained, poorly
sorted, wet. Gravel (~50%), fine to medium grained, subrounded.

702.75 — — 16

(15.75-17.5") As above, saturated.
701.75 — 0.0 — 17
42 Screen
' 15-25' bgs (17.5-20") Sandy Loam - brown (10YR 4/3), moist. Trace silty, trace gravel
700.75 — — 18 (~15%), fine to medium grained, subrounded.
18-20') As above, light brownish gray (10YR 6/2), dry.
699.75 — 0.0 — 19 ( ) 9 gray ( ). dry
698.75 — 20 v

Notes: Collected soil sample MW-175-2-4 and MW-175-13-15. All samples analyzed for VOC's.
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Chicago, lllinois 60606

BOREHOLE / WELL LOG
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LOGGED BY: Jeffrey Olyphant

SURFACE ELEVATION (ft. AMSL): 718.99

TOP OF CASING ELEVATION (ft. AMSL): 718.75
DEPTH TO BOTTOM (ft. BTOC): 676.99

TOP OF SCREEN ELEVATION (ft. AMSL): 681.99
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NORTHING: 1649257.6 DRILLING COMPANY: WDC Exploration
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698.75 — — 20 - -
2 (20-30") Sand - dark yellowish brown (10YR 4/4), coarse grained, loose,
P E saturated. Gravelly (~20%), fine to medium grained, subrounded.
697.75 —| 0.0 #5 Silica Sand 2 Y
13-25' bgs 20
696.75 — L
42 :: (22.5-25") As above, trace gravel (~2%)
. o b y . 0).
695.75 —| 0.0 Screen s L 23 g
15-25' bgs i
694.75 —| — 24
693.75 — |—| 0. -2 — 25 ) .
0.0 - (25-28") As above, gravelly (~20%), fine grained, subrounded.
692.75 —| % L 26
691.75 —| 0.0 2 — 27
3.8 -
690.75 — 2 — 28 ) )
- (28-30") As above, gravelly (~30%), fine grained, subrounded.
689.75 — 0.0 . ; — 29
Bentonite > ::
688.75 — 25-35'bgs . L 30 _ _
B (30-42") Sand and Gravel - brown (10YR 4/3), medium to coarse grained,
E loose, poorly sorted, saturated. Gravel (~45%), fine to medium grained,
687.75 — 0.0 it — 31 subrounded.
686.75 — B — 32
14 8
WY
685.75 — 0.0 g — 33
¥
o
684.75 — i — 34
¥
b
"'
683.75 — |—{ 0. ; — 35 .
0.0 #5 Silica Sand E (35-38") As above, very dark grayish brown (10YR 3/2), gravel (~60%),
-42' 3 ~60%), fine to coarse grained, coarsening downward.
68275 —| 35-42' bgs : - ( ) g 9
¥
o
681.75 —| 0.0 8 L 37
"'
3.4 :
680.75 — E — 38
Screen 3 (38-42") As above, dark gray (10YR 4/1).
o
679.75 —| 0.0 87-42'bgs : — 39
i
b
678.75 A L— 40
Notes:
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ENVIRON BOREHOLE / WELL LOG
333 W. Wacker Drive, Site 2700 MW-175 S _& D
Chicago, lllinois 60606 TOTAL DEPTH: 45 ft.
PROJECT: Genuine Parts SURFACE ELEVATION (ft. AMSL): 718.99
SITE LOCATION: Indianapolis, IN TOP OF CASING ELEVATION (ft. AMSL): 718.75
DATE OF COMPLETION: 7/12/2011 DEPTH TO BOTTOM (ft. BTOC): 676.99
LOGGED BY: Jeffrey Olyphant TOP OF SCREEN ELEVATION (ft. AMSL): 681.99
BOTTOM OF SCREEN ELEVATION (ft. BTOC): 676.99
NORTHING: 1649257.6 DRILLING COMPANY: WDC Exploration
EASTING: 170318.51 DRILLING METHOD: Roto-Sonic
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67875 | ——T————————————— R — mr— 40
Screen g PRRREE YA
37-42' bgs i i
677.75 — 0.0 g e | a1
ili Y '
676.75 —| #5 Silica Sand 4 f: | I . .
37-42' bgs = (42-45") Silt Loam - gray (10YR 5/1), hard, dense, moist. Trace gravel
43 (~10%), fine grained, subrounded.
675.75 — 0.0 — 43
674.75 — L 44
673.75 — — — 45 -
End of Boring at -45'
672.75 — — 46
671.75 — — 47
670.75 — — 48
669.75 — — 49
668.75 — — 50
667.75 — — 51
666.75 — — 52
665.75 — — 53
664.75 — I — 54
663.75 — — 55
662.75 — — 56
661.75 — — 57
660.75 — — 58
659.75 — — 59
658.75 — 60
Notes:
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